
MILKING MACHINE

PREMIUM TROLLEY

Single Bucket

ECONOMY TROLLEY

1 HP Motor

180 LPM Vacuum Pump

60:40 Pulsation Ratio

Oil Type Pump Lubrication

240/400/600 LPM Vacuum Pump 150 LPM Vacuum Pump

1 HP Motor

Oil Type Pump Lubrication

0.5 HP Motor

60:40 Pulsation Ratio60:40 Pulsation Ratio

Single Bucket

Oil Type Pump Lubrication

FIXED

Single, Double, Four & Eight Bucket

We produce quality Milking Machines for efficient milking performance. We offer milking machines that are easy to 
operate and install. We tend to cater every budget hence we manufacture a range of - Economy to Premium milking 
machines to choose from depending upon Herd size. Sturdy Indian design makes the machine durable and low at 
maintenance. Use of milking machine keeps high hygiene standards and gives you untouched clean milk conveniently.



MILKING MACHINE SPARES

Pulsator BucketClaw
Ratio: 60:40 or 65:35.

Type: Pneumatic.

Material: Thermoplast Resin.

Weight: 0.300  KG.

Compact Design.

Stainless Steel Cover.

Capacity: 240 ml /180 ml.

Milk Inlet Tube: 13.5 x 9.5 mm.

Milk Outlet Tube: 19 x 14 mm.

Air Inlet Tube: 10 x 8 mm.

Air Outlet Tube: 10 x 7.5 mm.

Black Moulded Claw body.

Cluster
Made from stainless steel 

(S S 304) and food grade 

rubber parts.

Diameter: 24mm.

Made from SS 304 material.

Easy to clean.

Capacity: 20 /25/40 L.

Easy to handle.

Liner
Made up from food grade 

rubber.

Teat Cups are made from

Stainless Steel.

Vacuum Unit
Vacuum Pump:

Capacity: 200/400  LPM.

Tank Capacity: 20 Liters.

Type: Dry Vane Type/ Oil Lubrication.

Electric Motor

Operating  Power:  220V, 50Hz, AC.

RPM: 1500.

Input Power: 1HP/2HP.

Teat Cup
Tubing

Vacuum Guage

Milk

Vacuum

Design that suits every animal.

Long life gentle milking.

Selected for high productivity.

Odourless and Tasteless.

Made from food grade material..

Long and reliable shell life.

Transparent and light weight.

To monitor vaccum level 

in the system.
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Weight Sensor
LCD display

Battery Powered

70mm x 80mm x 25mm


