
Single Bucket Milking Machine  

Description:

Milking machines were designed to minimize human contact with milk which helps 
in maintaining hygiene during milking and produces a lower bacterial count. An 
added benefit of  milking machine is saving cost and time effectively and having a 
maximum output to improve economic benefits for dairy farmers.

Trolley-type milking machine is good for relatively small farmers who have a lesser 
number of  cows and need to move milking machine relatively more. As this does 
not require to set up a power pack in a specific farm, it saves on the cost of  
construction for a designated place. The mobility of  milking machine makes it 
easier to milk animals at their place without much problem.

Features:
•	Reduction of  dependency on skilled farm workers
•	Economical and energy efficient
•	Easy operation
•	Reliable and durable motor, vacuum pump, and assembly

Technical Specifications:

Material SS AISI 304 FOOD GRADE

Vacuum Pump Min. 180 LPM, Electrically dry type

Engine power (KW) Min. 0.50

Motor 1HP

Rotating RPM Min. 1500

Voltage 220V-50Hz

Flow rate Min 200L/minute

Display LCD display, Display Accuracy 1%

Measurement Accuracy ±5%

Power Source Battery Powered

Number of  Batteries 2×AAA Batteries

Dimensions 70mm x 80mm x 25mm

Milk Bucket capacity SS304 25 litre milk bucket food grade material

Pulsator Pneumatic,1x Cow 60:40

Milk claw Unit 1x240 cc on cluster  

Dimension (W×L×H) 55cm × 90cm × 80cm

Weight 40kg

Function Milking machine with embedded sensor with data hold function system

Sensor Unit Count min 1.0 Count

Sensor weight 50g

Precision display sensor measurement 

Accuracy
0.2 with use of  minimum Two Battery

Dimension (H×W×L) 1.6cm × 3.5cm × 4.8cm

Opening size 46mm × 27mm

Certification ISO and CE certified


